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Router_config#interface Async0/1
Router_config_Async0/1#
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® il Async #% 1] APN
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apn apn-name apn-type dial-number it B APNEE AN S,
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ip domain name-server ppp
!
aaa authentication ppp default local
I
!
interface Asyncl1/0
mtu 1448
ip address negotiated
no ip directed-broadcast
no ppp chap refuse
ppp chap hostname ctnet@mycdma.cn
ppp chap password 0 vnet.mobi

ppp pap refuse
ppp lcp echo 200

122 #HEHzN TD-SCOMA/TDD-LTE &AL B SR 1]
!
ip domain name-server ppp
!
aaa authentication ppp default local
[
interface Asyncl1/0
ip address negotiated
no ip directed-broadcast
ppp chap refuse
ppp chap hostname cmnet
ppp chap password 0 cmnet
no ppp pap refuse
ppp pap sent-username cmnet password 0 cmnet
ppp lcp echo 200
apn IP CMNET *99***1#

1.2.3 HEBE WCDMA LA i B 5 #1451

ip domain name-server ppp



|
aaa authentication ppp default local
|
interface Async1/0
ip address negotiated
no ip directed-broadcast
no ppp chap refuse
ppp chap hostname ip
ppp chap password 0 3gnet
PPP pap sent-username ip password 0 3gnet
ppp lcp echo 200
no peer neighbor-route
apn ip 3gnet *99#
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配置3G/4G接口


概述

3G/4G模块可以使路由器接入到TD-SCDMA、CDMA2000 EVDO、WCDMA、TDD-LTE和FDD-LTE等无线网络，可接入的网络类型由使用的3G/4G模块所支持的网络制式决定，并且需要根据网络制式和运营商的不同做出相应配置。


3G/4G生成的接口类型为Async异步串行口，在此接口上封装类型为PPP协议。


配置3G/4G生成的Async接口，首先必须在全局配置态下输入interface Async[slot|port]命令。


对于内置3G/4G模块的机型，slot固定为0，port由模块所在槽位决定。


对于HIC插槽类型的机型，slot由HIC卡所在槽位决定，port固定为0。


对于只支持外置式USB接口3G/4G模块的机型，slot固定为0，port固定为4。


		命令

		目的



		interface Async [slot|port]

		进入Async接口配置状态。 





举例

Router_config#interface Async0/1

Router_config_Async0/1# 


Async接口的配置任务列表


配置Async接口的APN

Async接口的配置任务


配置Async接口的APN

APN由3G/4G模块所使用的运营商网络决定，缺省值也与相应的运营商相对应。


如在国内使用，路由器已根据检测到的3G/4G模块类型自动配置了缺省APN参数，可能无需再配置即可使用。 

		命令

		目的



		apn apn-name apn-type dial-number 

		配置APN接入参数。



		no apn   

		将APN接入参数配置为缺省模式。





Async接口配置示例


中国电信CDMA2000 EVDO 1X典型配置参数示例


!


ip domain name-server ppp


!


aaa authentication ppp default local


!


!


interface Async1/0


 mtu 1448


 ip address negotiated


 no ip directed-broadcast


 no ppp chap refuse


 ppp chap hostname ctnet@mycdma.cn


 ppp chap password 0 vnet.mobi


 ppp pap refuse


 ppp lcp echo 200


!


中国移动TD-SCDMA/TDD-LTE典型配置参数示例


！


ip domain name-server ppp


!


aaa authentication ppp default local


!


interface Async1/0


 ip address negotiated


 no ip directed-broadcast


 ppp chap refuse


 ppp chap hostname cmnet


 ppp chap password 0 cmnet


 no ppp pap refuse


 ppp pap sent-username cmnet password 0 cmnet


 ppp lcp echo 200


 apn IP CMNET *99***1# 

!


中国联通WCDMA典型配置参数示例


!


ip domain name-server ppp


!


aaa authentication ppp default local


!


interface Async1/0


 ip address negotiated


 no ip directed-broadcast


 no ppp chap refuse


 ppp chap hostname ip


 ppp chap password 0 3gnet


 ppp pap sent-username ip password 0 3gnet


 ppp lcp echo 200


 no peer neighbor-route


 apn ip 3gnet *99#

!


